
8400B Remington Ave | Pennsauken, NJ 08110
1-267-217-6655

info@etxflooring.com
ETXFlooring.com

Bamboo Engineered Collection | Bamboo, Carbonized | EB5CK-CAR

PRODUCT DETAILS

•	 Bamboo

•	 Engineered Strand Woven Bamboo

•	 9/16” x 5-5/18” x 72”
•	 UV-Cured Acrylic Urethane 
•	 A Grade

•	 Smooth Surface

•	 Click with Beveled Edges & Ends

Product Specifications
Market Name
Familiar Name
Thickness
Width

Finish
Gloss
Grade

Product Construction
Construction
Wear Layer Cut
Wear Layer
Face Layup

Warranty
Structural Warranty
Residential Warranty
Light Commerical   
Warranty

Surface Treatment
Edges & Ends

Technical Details
Installation Method
Where to Install
Radiant Heat Suitable
Avg. Length
Click System

Environmental Attributes
FloorScore Certified, Lacey Act Compliant, Non-Wood, Rapidly Renewable, No VOC, No Added Urea Formaldehyde, 
Cfl-s1 Fire Rating, LEED Credits MR6, EQ4.4

Bamboo
Bamboo
9/16”
5-5/8”

UV-Cured Acylic Urethane
Matte
A
Smooth
Beveled Edges & Ends

Glue or Float
Below, On or Above Grade
Yes
N/A
Regular Click

Lifetime
27 Year
3 Year

Engineered Strand
Strand
4mm
Single-piece

Length 72”


